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SPECIFICATIONS

KF1033
Single handle Pull Down kitchen faucet

Kalia inc.
1355, 2e Rue

Sainte-Marie (Québec)
Canada G6E 1G9

Tel.: 1-418-387-9090
1 877 GO KALIA (1-877-465-2542)

Fax: 1-418-387-9089
www.kaliastyle.com

*PVD : Physical Vapor Deposit

Description
Solid brass construction•	
Ceramic disc cartridge•	
Ergonomic Pull down spray•	

 2 modes, regular stream or spray
3/8”	Stainless	Steel	braided	flexible	supplies•	
360° swivel spout•	
High quality 60” nylon hose with ball joint•	
Single hole installation•	
Integral check valves•	
Quick installation system•	

Maximum flow rate
8.3 liters/min. (2.2 gallons/min.)•	

Colors (Finishes)
Chrome: KF1033-•	 110
Stainless Steel PVD*: KF1033-•	 130

WARRANTY
The Kalia faucets carries a limited LIFETIME warranty to 
be free of defects in material and workmanship for normal 
residential use.
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Spray hose
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Mounting screw

1 1/4-16UN-2A

Requires diameter hole
35mm (1 3/8’’) to 38mm (1 1/2’’)

Accessories
Deck plate 266mm (10 1/2”)•	

Add 16mm (5/8”) height when installed with deck 
plate.
 - Chrome: AC1000-110
 - Stainless Steel PVD*: AC1000-130

Installation Notes
Install this product according to the installation •	
guide

Certifications
Specified model meets or exceeds the following.

ASME A112.18.1 / CSA B125.1•	
ADA•	
NSF 61•	

Packaging
Dimensions: 645mm x 420mm x 90mm •	
(25 3/8” x 16 5/8” x 3 1/2”)
Volume : 0.85 pi³ (0.024 m³)•	
Total weight: 4.33 kg (9.55 lbs)•	


