
...... 9
.... 18

.... 12
......7

D ...... 1
NL

PL
GB

S
UAE

F
DK

GR

E

N
CZ

I
FIN

H
...... 2
...... 3
...... 4

......5

......6

......8

.... 10

.... 11

....13

....14

....15
P ....16

.... 17TR
SK

SLO

HR

.... 19

.... 20

....22

....21BG

EST

LV
LT

....23

....24

.... 26

.... 25RO

CN

RUS .... 27

Design & Quality Engineering GROHE Germany

Rapid SL

94.507.531/ÄM 221606/09.11

R
ap

id
 S

L38 749

The GROHE concealed water closet tank and carrier are adjustable for bowl rim height 153/4“ 
to 1911/16“ to be used with an IAPMO listed 1.6 GBF wall hung bowl. Requires 1/2“ water supply 
and 3“ nominal outlet.

In compliance with:
A 112.6.2

Concealed Tank  and Carrier
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max 19 16/ “
(max 40)

2

F.F.

1911
16/ “

(500)

The tank and carrier are designed to fit within a 2“  x  6“ wood frame (or equal) construction. The studs must be placed 19 3/4“ apart at the location 
where the unit will be positioned prior to installation into the wall. The carrier legs must be adjusted for the finished rim height of the water closet bowl. 
The dimensions may be taken from the bowl or from the specification sheet. Be sure to allow for finished floor covering.

Finished rim height must be determined prior to installation.
NOTE: The 2“ x 6“ frame work must be affixed firmly to the floor and ceiling for a safe installation. An openig of  51/2“ x 71/2“ must be provided on 
finished wall for access into the tank and placement of actuator panel and panel frame.
STEP 1: Locate studs as specified, and secure with  additional nails. Insure rough openings are proper, plumb, and square.
STEP 2: Position the carrier unit in the prepared opening. The metal frame must be flush with the face of the surrounding studs so that maximum 
support for the later applied sheeting is accomplished. With the unit still in place, mark all anchor hole locations on sole plate and studs. Also mark the 
location for the 3“ DWV discharge pipe. At the same time indicate the position for the water supply, either from the top or rear into the tank.

1

STEP 3:
Drill two (2) pilot holes (3/16“) for the supplied lag screws where 
marked on floor plate, see fig. [1]. Unscrew bolts (A, B) and pull out 
carrier unit from framework. Adapt framework to the hight of the floor 
structure and pull tight bolts (A), then bolts (B). 
Also drill two bolt holes (11/32“) where marked on framework, 
see fig. [2] . 
For the fixture discharge pipe bore a 4“ hole 33/8“ from front edge of 
plate to center through plate and floor.
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STEP 4: Install 3“ DWV waste pipe through floor and connect to 
waste line (i.e. PVC, copper, cast iron).

STEP 5: Set carrier unit back in place into the wall frame and bolt 
in place with hardware provided.

STEP 6: Complete waste elbow connection with 3“ DWV flex 
coupling to waste line. 

STEP 7: Remove the middle part of the cross bar. Install shutoff 
valve and mud guard in the tank opening.
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STEP 8: Install two 1/2“ x 6“ fixture support rods with plastic sleeves (C), 
the pipe caps (D) and mud guard (E) are mounted for protection during wall 
surface construction, see fig. [6].

STEP 9: FiberBond wallboard, 1/2“ tile backer board or plywood with a 
ceramic tile surface would be most suitable materials recommended for 
wall finish in order to support the wall hung toilet bowl. Holes in wallboard 
for ceramic bolts must be 1“ (25).

3

1.

2.

64

1.

2.

5



9

x

2
3

4

Bowl Wall
Thickness + 1 + 2 + 3

x= thread reach

13 1 14

Apply mastic or sealant to backside of bowl. 

15
*37 131 (special accessory)

NOTE: Sound barrier pad optional seperate order requested.

1
2
3
4

1 2 3 4
1 2 34
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Place bowl onto rods. Attach cap retainers, washers and nuts both 
side loosly. Level side to side. Tighten nuts. DO NOT OVER 
TIGHTEN. Snap caps over retainers. 
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Seal around bowl with waterproof flexible sealant. 
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Install mounting rods.
Determine finished length.
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