
Features
• Kalia shower walls manufactured by Muraluxe
• Installation for alcove shower
• Included: 3 panels, 2 kits of 2 “J” finish moldings (chrome and black finish) and  

2 flashings (to ensure waterproofing behind the wall)
• Protective 3 mm (1/8’’) thick aluminum-polyethylene composite sheet 

(insulating barrier preventing condensation)
• UV-resistant, protective coating guarantees long-lasting durability
• Contemporary and timeless designs
• High resolution, top quality print designs
• Few joints ensuring easy maintenance and cleaning
• Super quick and easy installation
• Reversible walls
• Wall made to fit perfectly with all Kalia shower doors and bases

DISTINKMC 60” x 36”
DR1747/DR1749
Porte à pivot 60’’ x 36’’

SPECIFICATIONS

36ʼ̓  x 60ʼ̓  x 36ʼ̓  x 84̓ʼ 
WA2011-XXX-XXX

36” x 60’’ x 36” x 84” Shower Walls
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Side panel: 914 mm (36”)

Back panel: 1524 mm (60”)

Height: 2134 mm (84”)

Dimensions
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Important: Dimensions are approximated and are subject to changes.  
Please refer to the installation instructions. The «Mineral #500» finish is used to illustrate the dimensions.

INSTALLATION NOTES
Minimum threshold required for installation is 70 mm 
(2 3/4’’). This product must be installed following the 
installation instructions provided.

WARRANTY
Kalia Inc. guarantees all aspects of its products to be 
free of defects in material and workmanship for normal 
residential use. Refer to the warranty included with the 
Kalia products for details.

KaliaStyle.com
1355, 2nd Street, Industrial Park
Sainte-Marie (Québec)
Canada  G6E 1G9

T  418-387-9090
    1-877-GO-KALIA (1-87- 465-2542)
F  418 387-9089

*  The Matte Finish is only available  
for the Concrete #210 collection.

Collections
• Minerals 

WA2011-500-XXX 
WA2011-510-XXX

• Concrete 
WA2011-200-XXX 
WA2011-210-XXX

Finish
• Glossy 

WA2011-XXX-001
• Matte* 

WA2011-XXX-002

• Tiles 
 WA2011-700-XXX


