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Double compartment self rimming drop-in sink with faucet ledge. 20 gauge (0.9 mm), type 302 (CNS 18/8) stainless steel. Exposed surfaces are #4
satin finished. Spillway® between bowls. Undercoated to reduce condensation and resonance. Includes waste fittings, factory applied rim seal, cutout
template, and factory installed EZ TORQUE™ fasteners. Certified to ASME A112.19.3-2008 / CSA B45.4-08. 
Wheelchair accessible: meets ADA (Americans with disabilities act guidelines), ANSI A117.1 (Accessible and usable buildings and facilities), and CSA B651-
04 (Accessible design for the built environment). Check local codes to ensure compliance. 
Rear corner waste locations. Includes 3 1/2" (89 mm) crumb cup strainer with 1 1/2" (DN38) brass tailpiece. Sink has Spillway® partition. 
1 faucet hole, 1 1/2" diameter

TECHNICAL DATA
type of basin Double Compartment

bowl depth 5''

Bowl finish SATIN-FINISHED

Bowl front to back 16''

Bowl left to right 14''

gross weight 6.60 kg

material STAINLESS-STEEL

material code 1.4301 Chrome Nickel steel V2A

material thickness grade 20 gauge (.90 mm)

Overall front to back 20 1/2''

Overall left to right 31 1/4''

overflow no

spillway yes

number of faucet holes 1

faucet hole diameter 1 1/2''

Faucet ledge yes

type of mounting drop in

type of waste kit 3 1/2" crumb cup strainer

undercoated yes

waste hole position LEFT-BACK-CORNER

waste hole position 2 rear right

net weight 4.33 kg

Wheelchair compliant yes
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