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CRITICAL DIMENSIONS
(DO NOT SCALE)

S p e c  i  f i  c a  t i o n s

NOTE: THE INSTALLATION SHOWN IS FOR TILE DECKS, THIS VALVE WILL ALSO FIT STEEL, CAST IRON OR PLASTIC DECKS

Rev. 1/17

4-1/2”
(114mm)

9“
(229mm)

9-3/4”
(248mm)

5-7/8”
(150mm)

3”
(76mm)

3”
(76mm)

Valve Body
installs through

1-3/16” Min.
Dia. Hole

2”
(51mm)

TILE
TILERETAINING

CLIP
RETAINING CLIP

MUD

MUD

NUT
BRACKET

BRACKET

ROUGH-IN
DECK

ROUGH-IN
DECK

BUILT-UP DECK

NUT

TUB DECK RETAINING
CLIP

NUTBRACKET

FINISHED DECK

1/4"
(6mm)

1-1/2"
(38mm)

2-1/8" (54mm)
MAX.

1-1/2" (38mm)
MAX.

Two-Handle Roman Tub w/Built
in Diverter Valve 

Model: 86998

DESCRIPTION
• Metal construction with chrome plated �nish
• Designed to be installed on decks up to 1-7/8” (48mm) on 10” centers
• Maximum deck thickness after rough-in 3-1/4”
• The tub �ll spout is a slip �t design and the supplies
 are 1/2” type K, copper tubing
• Includes multi-function hand shower
OPERATION
• Lever style handles with hot and cold color indicators
• Rotate hot side handle counterclockwise to open
 (clockwise to close) and the cold side handle
 (clockwise to open) and (counterclockwise to close)
FLOW
• Designed to deliver 18 gpm at 40 psi (68L/min)
CARTRIDGE
• 1248 cartridge design
• Non-metalic adn stainless steel material
STANDARDS
• Third party certi�ed to meet ASME A112.18.1/CSA B-125.1
 and all applicable requirements referenced therein
•      for lever handles

WARRANTY
• 
 original homeowner
• 10 year limited warranty when used in a multifamily installation
• 5 year limited warranty when used in a commercial installation
Visit www.moen.com/support for complete details and limitations

ADA


