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FEATURES                                                                                               
• Vitreous china
• Front overflow
• Supplied with mounting kit and template

DIMENSIONS                                                                                           
NOMINAL DIMENSIONS
16" x 16" (405 x 405 mm)

BOWL INSIDE DIMENSIONS
14-3/16" (361 mm) wide 
14-3/16” (361 mm) front to back 
5-3/16" (132 mm) depth

COLORS/FINISHES                                                                                 
Canvas White (415)

COMPLIANCE CERTIFICATIONS
Meets or Exceeds ASME A112.19.2/CSA B45.1

 Meets the Americans with Disabilities Act Guidelines  
 and ANSI A117.1 Requirements for Accessible and 
 Usable Building Facilities-Check Local Codes.

WEBSTER®
SQUARE 
UNDER COUNTER 
LAVATORY*

* Suitable for commercial and residential installations.
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WEBSTER®
SQUARE 
UNDER COUNTER 
LAVATORY*

51 mm (2) MIN.
65 mm
(2-1/2")

405 mm
(16")

405 mm
(16")

361 mm
(14-3/16")

361 mm
(14-3/16")

FINISHED 
WALL OR 

BACKSPLASH

EDGE OF
COUNTERTOP 

CUTOUT

22 mm
(7/8")

DETAIL OF MOUNTING CLIP
(KIT No. 7301442-0070A)

LAVA

BRASS
INSERT

19 mm
(3/4") MIN.

REFER TO INSTALLATION INSTRUCTIONS

CLIP 
MACH. SCREW

1-1/4" O.D.
TAILPIECE

1-1/4" O.D.
WASTE

203 mm
(8")

38 mm
(1-1/2")

329 mm
(13")

273 mm
(10-3/4")

172 mm
(6-3/4")

14 mm
(1/2")

132 mm
(5-3/16")

SUPPLIES
AS REQ'D.

ADA DRAIN
OUTLET

COUNTERTOP
(BY OTHERS)

SEALING
COMPOUND

864 mm
(34")

279 mm
(11")

FINISHED FLOOR

14 mm
(1/2")

35 mm
(ø1-3/8") 102 mm

(4")

203 mm
(8")

* To comply with ADA standards,      
overflow hole must face back.

153 mm
(6")

686 mm
(27")

610 mm
(24")105 mm

(4-1/8")

864 mm
(34")

BARRIER FREE
CLEARANCE

202 mm
(8")

229 mm
(9")
MIN.

NOTES:
Dimensions shown for location supplies and “P” trap are suggested. Provide suitable reinforcement for all wall supports. 
Slab/pedestal anchors and mounting features to be furnished by others.
Fittings not included with fixture and must be ordered separately.
Installation Instructions supplied with lavatory. 

IMPORTANT:
Dimensions of fixtures are nominal and may vary within the range of tolerance established by ANSI standards.  
These measurements are subject to change or cancellation. No responsibility is assumed for use of superseded or voided pages. 

* Suitable for commercial and residential installations.


